
SUITABLE FOR 
 

 � Less than load

 � Final mile deliveries

 � Vehicle rentals

 � Home delivery services

ZD 150/200
THE STANDARD DUTY SHORT OVERHANG TILTING SLIDER LIFT

For all 12-26 tonnes 
vehicles 

The standard duty short overhang tilting slider lift for 
trucks with GVW over 12 tonnes. 

The ZD comes with a powder painted high strength steel 
frame and a double folded aluminium platform. Short but still 
with a robust and sturdy design, this is the perfect solution for 
trucks with short overhang. A robust lift designed to maximise 
life of lift and vehicle up time.

 � Sturdy: High strength steel in lifting mechanism makes this lift sturdy and  
durable. Stowed platform is acting as the rear under-run protection. Powder 
painted according to automotive standards.

 � Ease of Installation:  Width-adjustable mounting brackets and pre-installed 
power pack makes the lift easy to install.

 � Low maintenance: All cylinders are fully protected by bellows when lift is in 
stowed position to prevent piston rod from ‘pitting’ and reduce risk of leaking. 
Easy to access power pack in mount tube protects the sensitive parts and  
makes the maintenance quick and simple. Heavy-duty slider motor available for 
corrosion prone environments.

The slider lift is very easy to operate and very simple to  
maintain.  It is the ideal lift to support your busy operation.



Hiab Tail Lifts include three brands: DEL, ZEPRO and WALTCO.

Hiab is the world’s leading provider of on-road load handling equipment, intelligent 
services, smart and connected solutions. As the industry pioneer and with a proud 
75 year history, Hiab is committed to be the preferred partner and solution provider 
to its customers and shape the future of intelligent load handling.

Safety
 � A variety of trolley stops 

available.

 � Flashing warning lights on 
platform.

 � Non-slip platform.

Operation
 � Foot control.

 � Auto-tilt option.

 � Up to three controls can 
be used,  
including one radio remote 
control.

Material
 � Galvanised lift frame.

 � Corrosion protected  
hydraulic slider motor for 
tough climates.

Installation
 � Mounting brackets 

pre-drilled for all major 
trucks available.

 

ZD 150/200 Specifications

Platform width Up to 2450 mm*

Platform depth Up to 1600 mm**

Lifting capacity Up to 2000 kg at 750 mm CoG

Bed height min/max 1720 mm

Voltage 24 V

Platform Alumimium

Weight of complete lift From 522 kg

Max vehicle weight 26 t

ZD 150/200 OPTIONS

*See specification sheet for details.

**See specification sheet for details, arm length affects this. 

For full specification and possible combination of options please refer to lift data sheet and price list.
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