
ZHD 3000

OUR HEAVY DUTY CANTILEVER LIFT FOR THE MOST DEMANDING OF CONDITIONS 
Designed for vehicles with GVW 
over 12 tons.

The maximum lifting height is 
1500 mm.

Light: 
The steel platform is made of Domex™, a high tensile steel that gives 
strength at low weight.

Safe:
The hydraulic unit is integrated in the steel support frame, which gives 
protection and keeps the pump noise to a minimum.

Ease of installation:
Utilises the latest ZEPRO Universal Control Unit, for increased safety 
and optimal ergonomics.

Ease of use:
Double acting tilt cylinders throughout ensure speedy loading and 
unloading regardless of weather or temperature.

The ZHD 3000 offers a loading capacity of 3000 kg with a load 
centre of 1000 mm enabling heavy, voluminous loads to be handled 
with ease. 

SUITABLE FOR
 Vehicle rental 
 Food and Beverage
 Heavy distribution
 Automotive parts 
 Laundry delivery 
 Construction material 
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Hiab is a leading provider of smart and sustainable load handling solutions. 
We are committed to delivering the best customer experience every day with the most 
engaged people and partners. Hiab's premium equipment includes HIAB, EFFER and 
ARGOS loader cranes, MOFFETT and PRINCETON truck mounted forklifts, LOGLIFT 
forestry cranes, JONSERED recycling cranes, MULTILIFT skiploaders and hooklifts, 
GALFAB roll-off cable hoists, and tail lifts under the ZEPRO, DEL and WALTCO brands. 
As the industry pioneer, Hiab continues to make load handling smarter, safer and more 
sustainable to build a better tomorrow. Hiab is part of Cargotec Corporation. 
www.hiab.com

zepro.com

ZEPRO – QUALITY ALL THE WAY
 Easy-to-follow annual maintenance program that gives your business the least possible interruption
 Spare parts and assistance are always close at hand thanks to our extensive service network
 Our technical support team is just a phone call away

For full specification and possible combination of options please refer to lift data sheet and price list.

Safety Operation Material Installation 

Rollstops on platform

Warning lamps

Drive over locks 

Foot controls

Radio control

Side loading ramps

Electric autotilt

Plattform access 
ladder

PIEK platform coating

ZINC anti-slip platform 
coating

Custom platform 
colours available

Platform as rear door 
with ZEPRO’s heavy 
duty seal system

Standard mount 
bracket kit

OPTIONS

ZHD 3000 Specifications

Platform width 
        
Platform depth 
    
Lifting capacity        
 
Bed height  
           
Voltage  
           
Platform  
           
Weight of complete lift  
           

< 2580 mm

2500 mm

3000 kg
 
1500 mm

12V or 24V

Steel

From 470 kg


